
STAPLE PATTERN GUIDELINES
SLOPES AND CHANNELS

QUALITY EROSION CONTROL PRODUCTS

The diagrams below provide anchor suggestions based on slope gradient and/or anticipated flow conditions. 
When the correct number of anchors has been evaluated, refer to the illustrations below to establish an anchor 
pattern. Increased anchoring may be required depending upon site conditions. (Refer to the blanket selection 
guidelines)

A B

DISCLAIMER: THE INFORMATION CONTAINED HEREIN HAS BEEN COMPILED BY INDUSTRIAL FABRICS, INC. AND TO THE BEST OF OUR KNOWLEDGE, ACCU-
RATELY REPRESENTS THE GREENSOLUTIONS PRODUCT IN THE APPLICATIONS WHICH ARE ILLUSTRATED, FINAL DETERMINATION OF THE SUITABILITY FOR 
THE USE CONTEMPLATED AND IT’S MANNER OF USE ARE THE SOLE RESPONSIBILITY OF THE USER, STRUCTURAL DESIGN AND ANALYSIS SHALL BE PER-
FORMED BY A QUALIFIED ENGINEER.
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Recommended anchors per 
roll on 8 ft (2.44 m) wide x 

112.5 ft (34.14 m) long rolls
(100 yd² / 83.61 m²)

PATTERN QUANTITY

A 70

B 115

C 170

D 340

E 375


